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TO252 Pin Configuration 

 Super Low Gate Charge
 100% EAS Guaranteed
 Green Device Available
 Excellent CdV/dt effect decline
 Advanced trench gate super

junction technology

Description 
The 650SJ520 use advanced trench gate super 
junction technology and design to provide excellent 
RDS(ON) with low gate charge. This super junction 
MOSFET fits the industry’s AC-DC SMPS 
requirements for PFC, AC/DC power conversion, and 
industrial power applications.
The 650SJ520 meet the RoHS and Green 
Product requirement, 100% EAS guaranteed with 
full function reliability approved.
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Reel Spectification-TO-252-4R
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Ref.

Dimensions

Millimeters Inches

Min. Typ. Max. Min. Typ. Max.

A 2.10 2.50 0.083 0.098

A2 0 0.10 0 0.004

B 0.66 0.86 0.026 0.034

B2 5.18 5.48 0.202 0.216

C 0.40 0.60 0.016 0.024

C2 0.44 0.58 0.017 0.023

D 5.90 6.30 0.232 0.248

D1 5.30REF 0.209REF

E 6.40 6.80 0.252 0.268

E1 4.63 0.182

G 4.47 4.67 0.176 0.184

H 9.50 10.70 0.374 0.421

L 1.09 1.21 0.043 0.048

L2 1.35 1.65 0.053 0.065
V1 7° 7°

V2 0° 6° 0° 6°

Ref.

Dimensions

Millimeters Inches

Min. Typ. Max. Min. Typ. Max.

W 15.90 16.00 16.10 0.626 0.630 0.634

E 1.65 1.75 1.85 0.065 0.069 0.073

F 7.40 7.50 7.60 0.291 0.295 0.299

D0 1.40 1.50 1.60 0.055 0.059 0.063

D1 1.40 1.50 1.60 0.055 0.059 0.063

P0 3.90 4.00 4.10 0.154 0.157 0.161

P1 7.90 8.00 8.10 0.311 0.315 0.319

P2 1.90 2.00 2.10 0.075 0.079 0.083

A0 6.85 6.90 7.00 0.270 0.271 0.276

B0 10.45 10.50 10.60 0.411 0.413 0.417

K0 2.68 2.78 2.88 0.105 0.109 0.113

T 0.24 0.27 0.009 0.011

t1 0.10 0.004

10P0 39.80 40.00 40.20 1.567 1.575 1.583

Package Mechanical Data-TO-252
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